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PAINTING; GENERAL

L3

R A TIPS o o e .o P AT . )
iDL SCQPEs  The work coycred by this section of the speeifica~
tions conaistsrih furnishing. all: plant, labor, -equipment, appliances, -
and materials, not.furnishéd by the Govermment 5 and-in performing-all
operations in donnection with painting and finishing of all exterior .
-and interior surfaces of. therbuildings exclusive of protective painting
of metal surfacss, complete, in.striet ascordsnce-with this section of
the specifications and the applicable drawings, and subject to the

™ terms and conditions of the contract, . .. .. . S

_,+k4=02 ' APFLICARLE-SPECIFICATIONS: . - Tho following Fedsral-Specifis
- catlons;. of the:issuss:listed below, but referred to thereafter-by basic
designetions only, form a part of this specification, el e
: wo e RA468ar 0 Aluminum-Pignent;  Rejider. and. Paste, for Paint
. T7-G-595  Colors; (for) Ready-Mixed Paints
' S iT-Dmb51a Drier; Paint, Liquid
“a i TINB96¢ - Enamels Heal-Resiftiing- (4Q0. degrees F), Black
v TTES806e o Bnanal, Tints.and Wite, Glossy Interdor-
a0t TRWE508 - Bnomels. Interior, -Semigloss, - Tidts and White-
T TTB5AS . - Enemel-Undergoat; Intecinr, Tiats and White
e A T-0356a - Qilg Flatting -and Mixing (for- Thinning < Thites
G ottt Lead-Paste and Siniler Faste Faints), o b
T0m0m364 Oil;'-Linseéd, Boiled .- - 0 w0 b o
IT-0-369 0il; Linseed, Raw
: ~TT~P521 [ o cPainty Ceme;it;VW@fger;;_“I?,m'irdgr., Jhite and Tints
S (for Interior and Exterior Use) — . . :miu-i
TT-P-25a Primer, Paint, Exterior (Undercoat for Wood,
o oo ReadyelMixedy. hite, ande Tints). . o
. TT-P-51d Peint; 0il, Interior, Flat, Wall, Tints add
x Tnite o
" TTP~B6g: .- Paink; Primer—-Sealer, (for) Plaster and Wall-
board ' B T PR
IT-P-102 Paint (Titanium-Lead-Zinc and 0il, Exterior,
Ready-llixed,. vhite and. Light Tints)
TT-P-.641b Primer, Pgint, %Zine Dust-Zinc Oxide (for
S S Galvonized Supfages). . - [i-

LI

A

TT-P=78)a Putty & Blastic Compound oo b
. TE-I-291a Thinner; Paints, Volatile Mineral Spirit
e o (Petroleum=Spirite).. . . ...
T~ 1801 Turpentine; Gum Spirits and Wood. (Steam . witis
Distilled and Sulphate) (For Use in Organic
" SEhee e Goatdngs) o L Fad
TT-1-806 Turpentine; Vood (Destruetively-Distilled) g1
(For Use in Orgenic Coatings)
TT-V-51a Varnish; asphalt ...y .o
S . FI-¥%8lb  Varnish; Mixing, For aluminum Paint
e ti i TTeVad2le s -+ Varngsh,” Spani FoteriBeb] sting

| TT-U-251b thite-Lead; Basio-Carbonate,. Diyy ‘Faste-In-04l,
‘ - .and Semipaste Containing Volutile Thinner
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sions, enamels, paints, varnishes, fillers, and sealers, All paints,
accessory materials and colors shall be subject to the approval of the
Contracting Officers

1/~0/ MATERIALSs Paint shall be well-ground, shall not settle
badly, cake or thicken in the container, shall be reodily broken with
a paddle to & smooth consistency, and shall show easy brushing and
covering properties, The paint shell be suitable for sproying when
thinned with not more than 12 percent by volume of, mineral spirits,
All point matericls shall be delivered to the job in original, unbroken
containers, with labels and tags intoct,

o, Alupinum Paint shall consist of aluminum pigment conform-
ing to Federal Specification TT-&-468, type 11, class Ay mixed with
aluninum-paint varnish conforming to Federal Specification TT-V-81,
type II, class B, in proportion of 2 pounds of pigment to 1 gallon of
varnish,

. be Asphalt Varnish shall conform to Federcl Specification
TT-V=51, -

os Cemont-Water Point shall conform to Federal Specification
TI~P~21, type and closs a8 hercincfter speeified, Type I shall be for
interior painting and type II for exterior painting, GClass B shall be
used for painting concrete block, and for other cpon-textured surfaces
where so directed by the Contracting Officer., Glass 4 shall be used for
all other surfaces, PCOPROX" as manufactured by Coprox Sales, Ince,
New York 20 N.Y.- or approved equal will be accedtable,

-4, Exterior 0il Paint shall conform to Federal Specification
TT-P~102,

es Enamel Ungéggoat shall conform to Federal Specification
TTmBE~5434

S f. Heat-Resist Black Enemel shall conform to Federal
Specification TT-E-496,

ge Jnterior Enamels

(1} Gloss gnamel shall conform to Federal Specification
T B 5064

~ (2) Somigloss cnamel shall conform to Federal Specifi~
cation TT=E-508,

‘ h, Interior Qil FPaint shall be wall-flot-finish paint con-
forming to Federal Specification TTP=51,

i, Primor Paiptt

: (1) Exteriop-primer paint shall conform to Federal Speci-
fication TI-P-25,

Approved For Release 2001/04/09 : G¥#8P78-05327A000300040021-6



B .

‘""'TT-T—SOl or TT~w806. : Comen
0Tm~w-25l, type at’ the ootlon of the Contraotor, unless. herelnufter
speclxled@ ! o , L. :
»exkerlor palnts.:

?{:sp601f1ed in precedlng parag raph and shall be the prcducts of natlo: 2
- known and approvod palnt nanufocturerso3. ;~Jl€ifwfﬂ_ o

[ ) ) 1

(2) Interlcr-Prlmer ﬁeale; Paint saall conform to

‘ Federal;Speoiflcot¢on TT»T—ﬁé W S CeLid ¥

(3 Z*no Dust - Zano Ox1do ;rlner for gahvanlzed metal

| surfacno&sholl conform 5o Fedorol,Speclflcatlon TT-P~641, type I,

© e M
B .
H
w

Cie Puttv shall confofm to Federal Speclflcutlon TTAB—781

k¢ Radlgto; £p4nt shall conqlst of a mlxiure of one gallon

‘:lofﬁready—ﬁlxed 1ntorlor oil paint uﬂd one plnt of gloss enamel.,_

LT fig p Varnish shall conform to Federal Speclflcatlon
%12k, - v L . AT

. @,:{MmeceLlaneous Palnt Mater 1 r_f'

e

'-.ﬁ;.:fj "ﬁi“‘(l) Golor Plggg t‘ ahall be Qure, nonfadlng, and flnely

1(2) Drwor quL"g shall ccnform to deeral Speﬂlflcatlon

PN

TT—D-éSl, ﬁype I, exqept that type- II shall be used v1th lead—froe point. '

: (3) Flatting and Mlxjng 0il.. chall conforn to Federal
Speclflcatlon TT~O~350, class as reqa red by the typo of flnish speclfled.

i s

3 ( ) Llnqeod Oil' Rew ond boiled llnsecd oil shall con—
form to Federal SpooLmeat*cn TT—O~3o9 and. TE~0~364, re Lectlvely.

o (5) Thlnne" for oil palnt shall oonform to Federal ‘

"\.""'.Speclflcatlon TT-T—-291, Grade Tg . T DR BUUEEE

” (6) Turbent g shal} conform to rederal Speclflcut;on o

S L "m,.-.‘ _f.‘m', .

(7) ﬂagg Load shall conform to Federal Speolflcatlop

(8) Zine Ovﬁwg sh ll conform to Federol Speclflcat ,n )
TT-Z-BOl Aﬂerican process or French prccess at the optipn of :;the . . .
Gontractor, except tnut French puocess zine. cxide shall not bg used in

14—-05 MATERILL REQUIREIUENT& Naterluls shu'll be furn:l.shed a

5--'4“ :

=
.....

ﬁ£lmer and F;nish Paint. Both prlrar and flnlSh Pﬂ;

"‘shall contain a fungicide, Phenol mercuric salicylate in the. amcun b va
one. percent ‘or nércurlc chlorlde in the smount of 1,5 percenty. basoafog ;
_ the total wolght pf the paint, is accoptobleaj
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o (1) Prineg Sealers Primer sealer for plywecd or weod
ghall be "Firzite" as nenufactured by United States Plywocd Gerporaticn

or appréved equal, clear 6f whife as required,

. (2) Knck Sealer: Knot sealer shell be a eclerless .
synt?etic resin scaler | «578 (Vestern Pine Asscoiaticn), or approved
equcl, ,

ce Bugt Inhibitive fashegt Rust inhibitive washes for sheet

metal and other metal, when required, shall be as hereincfter specified,

14-06 SAMPLES AND TESTSs If point materials are Contractor—fur—
nished, samples of cach type of paint and each eclor prcpoged for use
shall be submitted to the Centracting Officer, and approval therecf re~
celved befcre the materjal represented by the sample is used cn the jo o
Jeety Samples shall ccnsist of 1 pint of each kind of peint, and 3 dis-
Plays of each type and cclor of paint epplied to wood strips 2 inches by
6 inches, Materials used to display paints shall be the sane o8 that on
which the paint is ultimately to be applied, The Contractcr shall also
subnit authenticated reports of tests, chemical analyses and precfs of
past perfermance of the materials propesed fer use, as directed by the
Ccntracting Officer, Test shall be in acccrdance with the requircnents
of Federal Specification TT-P-l41b,

1/~07 PREPARATION OF SURFuCES aND #PPLICATION OF PaINT;

&, Gengraly Hardware, hordware accesscries, plates, light-
ing fixtures and similar items in plaes pricr to painting, shall be re-
moved during painting operaticns and repesiticned upcn ccapletion of
each space, or shall be ctherwise protected, Equipnent adjacent to walls
shall be disccnneoted by werkmen skilled in these trades and neved to
pernit the well surfaces to be painted, and fcllcwing ccupleticn cf paint-
ing, shall be reploced and reccnnected, Except as ctherwise specified,
ell surfaces tc be painted shall be clean, smooth, dry, and free from
dust and grit, All werk shall be dene in o werknanlike manner, leaving
the finished surfaces free frem drops, ridges, waves, laps, and brush
marks, Except os specified or required fcr cenent—water paints, paint
shall be applied under dry and dust-free conditions and, unless cthcrvise
apprcved by the Contracting Officer, shall not be applied when the ter
perature is belcw 50 dcgrees F., ncr vhen the temperature is cver 90
degrees F, All priucr and intermediate ccats of paint shall be un—
scarred and completely integral at the time of applicaticn of each suc—
ceeding ccat, Each ccat of paint shall have a slight variaticn cof cclor
to distinguish it frem the preceding ccatey Sufficient tine shull be -
allowed between coats to ensure proper drying, Paints shall be thorcughly
stirred and kept at a uniform ccnsistency during applicuticn and shall
not be thinned in oxcess of the printed directicns of the manufacturer,
A1l specicl directicns or specificaticns cf the manufsoturer as to surfoce
preparaticn, applicaticn cf paint, and equipment therecf, shcll be cb-
served and ccnplied with unless otherwise specified herein, Paint con~
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. tainers shall no% te opened until recuived for use, Cére shall be excer—
ciSed during spraying to hold the nozzle sufficiently close to the sun-

- faces being painted. to .avoid exce531ve evaporation of the volatile con-
stltuents andloss of, mater1a7 dintd the air, or.the .bridging over of crev-
“Yees -and co:ners. Snrav equ;pment ‘shall be equlpped with mechanical agi-
tato;s, préssure gages and presquxe regulators6 Nozzles shall be. qf proper

' size, Surfaces which have beéh ¢leaned, pretreated, ard/or otherwise.

. prepared for painting shall be primed as sopn as practicable after such -

‘ preparatlon has been completed but in -any évént. prior to deterioration
of the prepared surface, }Me;e peinting on.any type of surface has been

'commenced on any portion of the work, the complete painting operation,

" including priming apd flnlghing coats, on that porticn of the work,
shall be completed as soon as p&actlcable, without. prolonged delays, _
4t the time of application of éach stccessive coat, undercoats shall be"
freed of dust, grease or any fore:gn matter, vhich might adversely affect
dntercoat adhesion, by méans of air blast, solvént wiping or otlier approve
"ed means, Paint may be applied by brush except when, in the opinion of
the Contracting Officer, brushing in eny particular application would
- produte unsatisfactory results, Floors, roofs and other adjacent areas
‘and installations shall -be. satlsfactorzly ‘protected by drop, cloths or ’

: othcr precautlonaly mcasures. . AN

g

“be Concrete, Shotcrete und Masongg

: . (1) To Recaive Vater- Gbmbﬂt Paints Concrete, shotcreﬁe
and natonty surfaces shall be yrepared by removing all dirt, dust, oil
end grease stalns, and elflorescence, ‘and by roughening, IMen necessary)
Yo provide ‘good adhesion for the paint,® Surfaces shcll be thoroughly
dampened wich a fine spray of "water befcre 'the application of paints
The interveal between coats shall be not.less than 24 hours, and the =~ |
first-coat -shall be lightly dampened before the appllcatlon of the second
coat, The paint shall be applied with a stiff-bristle brush, and =
- thoroughly worked into the surface to'seal all pores, .crdcks, &nd’ voids.
The paint shall e cured by webting the surface between coats, and at -
intervals for & period of not less thun 2 days after the application of
the finish ccgt, Nails and similor exposed wetal: oceurring in concrete,
shotercte or masonry surfaces shall be coated with shellae er oil paint
before the cement-water pqint is applied, Tnterior-concrete and masonry
shall be allomed to ﬂge at lCuSt 3 weeks beforo tho uppllCutiOn of paint,

a (?) To Becelvo 01l Paunt or. Fnﬂmel. GOncrete, shotcrete
and masonry surfacns ‘shall be preparad as spec.l.fa.ed above fcr such sub- -
faces to receive comeni-wgtor polnt, In adaltlon, such surfaces shall be
_neutralized by the agplicutlcn of a soluticn of: gzine sulphate mixed in
the proporticn of 22 %0 3 pounds to a'gollon of water, &fter solution
hag. dried, the" prenlpl tate shall be removed by brushing, - No oil paint
or ehamel paint Shull be applled untll all- &lhull shall have been reinoveds

. c. MetulW(rks All mctal surfoces speclfled %o be pnlnted
" .shall be prope:ly claaned and prepared as hereinalfter speclfled. Shop-
primed metalwerk shall be kept clean and free from scrrosion following
instollation, Abraded surfaces shall be retcuched prior te finish
painting, using the stme type of paint ag the priming coate

. i . .
e L e
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a1l unccated ferrcus metal, except high-temperature ferrous metal, is .
gpecified and included in the secticn entitled, "PAINTING; PROTECTIVE,

ON METALY, followed by finish ccate as hereinafter specified,

(2) Coatea Ferrcug Metalt

e (a) Cleapings S faces shall be preperly cleaned
and prepared so that the priming puint will bcnd well and adhere perme-—
nently thereto. 0il and grease shall be removed by washing the surface
with turpentine, mineral spirits, or cther hydrcccrben sclvent,

(b) Rust-Inhibitive Washs Surfaces &c receive
rust-inhibitive wash shall be treated with an approved aquecus zino—
phosphate cr phosphate-chremate scluticn, ccrrectly fermuloted tc etceh
the metal and to form a dull gray eccating cf uniformly finc texture
which will prcduce & rust-inhibitive surface receptive tc the priming
paint, The washes sholl be cof the ccld-wash type or hot-dip type for
fdetory applicaticn vhen practicable, fcrmulated for the metal to which
they will be applied, and shall be applied to clean, scale-free surfaces -~
in sccordance with the menufacturer!s directicns,

_ (¢) Prime Coats Gelvenlzed ferrous metal shall be
given a priming ccat of zino dust—zine oxide paint followed by finish
paints hereinafter specified,

(3) Non-Ferrcus Motals (Copper, Bronze, and Bross) s

. (s) GCleanings Surfaces shall be preperly cleaned
and prepared so that the priming paint will bend well and adhere permanent—
1y theretc, 04l end grease shall be entirely removed by washing the sur-
faces with turpentine or mineral spirits, then dried, a«fter cleaning,
the surfaces ghall be slightly rcughened by sanding lightly with every
fine sand-paper, .

(b) Paintings Bedy and finish ccabs shall be as -
hercinafter specified,

_ d, Plagterwcrky Plasterwerk shall be at lcast 2 months old
and shall be thercughly dry, clean, &nd free frcn dirt, locse plaster,
and surface irregularities befcre paint is applied. Cracks and holes
shall be repaired with patching ploster, prcperly keyed to the existing
plaster, and sandpapered smocthe ALl plaster surfaces shall bo tested
for the presence cf zlkali, which, if present, shall be rencved by &
neutralizing sclution ccnsisting of 2% to 3 pcunds of zinc sulphate die-
sclved in 1 gallon of woter, After sclution has dried, the precipitate
ghall be remcved by brushing. No cil paint or enamel shall be applied
until all alkali shall have been remcved,

oo Wocdwerks All millwerk and all cther wocdwork, where ro-
‘quired, shall be sondpapered befcre the application cf tho primers Snall,
dry, seasoned knots shall be thoroughly cleaned and scraped, snd shall be
gsealed with knot sealer hereinbefore specified, Large, open, unseasoned
knots and all beads or streaks '
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. be given two eoats of (8par varnisho .f‘

“finiah “CWE", shall be giVen two coatbs of cemenb watecfpainto; o

‘piping shall be left unpainted, . . e e

paint, followed by finish coats as hereinafter specified,

‘Approved For Release 2001/04/09 CIA—R{SQ;S 05327A000300040021-6

of pltch shall be heated by a blow torcn -and then ac raged offa or if the

‘pitch is still- soit, it shall be removed witn’ mineral, spirits or: denatured

. " "alcohols Resulting voids, if eny, shall beﬂfilled with knot sealer here1n~~
. before speaified, Nails shall be set: . Nail holes and. defects shall be, . *
© face-puttied, and putty’ shall be
“only when, in the opinion‘o

ed, *pa*ntlng ahq;,fproeee&v
f;cer, tlie wood.is" satﬁsLae~".
“id acregns, after fittings, shall

‘nted ag
ontractl
tordly diy,  Top and bottom edges of doar's

L
M.'w

S mmmgg 311 mi2 1wo~'k speeified to be paint.ed shau ; '
be: p?imed on all sides before inetallation;” With partigular attention belng,

"xgiven to the. sealyng-uf eross—grainéd surfaces, Wbodwork o%her than m111~
‘work sha¢1 be Priﬁed on expos cd surfage only .

.\v\v.'i .
3

(2) _ggg;ying; af er the ﬁriming coat hes' baen applied,ln
rnail hole Bo éracksnand other dﬂpre»bionu chall be filled. ﬁluah withputty,
colored to mateh the finish coat,- aﬁd s&pdpapered smoothg Puﬁty ‘shall ha

dry bafora suosaQuent pa¢nt1ng;

14—08 EXTEEIOP PAIhTiNG'

8, Woodworxa Exuerior woodwo 3-on buildings shall be painted e
one coat of exterior-primer paint’ and tup flnish coats of exterior oil o
paint, Exterior woodwork shall incluae 413 millwork, frames, doors, shutters,
framing in screened porches and similar wark, Top snd bottom. edgeg of doorsy :"
screens and shutters, after iltting, shallvbe given two coata~of spar varnigh .

. b, Ferrous Mctalwqu INat Galv ized} shall be giVeq tWo coatg f}:,
of exterior oil palnt over. the p;oteutlve pa nt 1o match the adja‘ning ¥
surface, » .

Fer“oug~Metalwork (ga;zgpized)shall be. given “wo coata of :;'c.
exterio& 011 paint over bhe\primer paint to match adjcining surfamen S S

a, Nonerrrous Metal (Goppgr, Bron~a and. Bkggg) shall Be
given one pr ~imer coat of aiumimm paint foliowed by two coats of exterxo
oil paint to match adjoining surface.v A .,

Q. Cﬂnﬂréun, sholerete and Megonry Suqfaaes, noted to have“ 

L st e

l4~09 INTERIOR P&TNTIRG AND BASE COAT33

- a, Generala Interior areas noted on tne drawtnga to be _
painted shall inciude all wood, metal, plaster, goncrete, masoanry and
simllar surfaces,. Horizontal runs of overhead pipes, pipe. covering, ang .
duets shall be- painted the seme colors asg cellingSG Ventical pipes, pipa ‘
covering and ducts shall be-painted the same colors ag walls, Concealed

o b."@bod Surfacea, except surfaces to be given natural finish
or other finish- snecifled, shall be palnted with one coat of primer scaler

e e



———— -
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a, MNetal Surfacess EE , y

- 5~ 1) ‘Dhcoated Férrous Metal, except high-temperature
ferrous metal, shdll be clearisd and .primed as herelnbefore specified,
followed by finish coats as hersinafier specified,

- (2) 'Ga;fgg;gggmﬁéﬁgl shall be oleaned and primed as
hereinbefore specified, follo#esd by tinish coats as herelnafter specified,

.. L P T .
d, QConerete, Plastér and Magopty Surfacess

' (@) GCement Water Pgini Figigg;, Concrete, plaster and
masonry surfaces, noted to have finish “CWP%, shall be given two coats
of cement water paint,

| ¢(2) Semigloss Ename) Finishy Concréte, plaster and
masonry surfaces, noted to have finieh "SGE", shall be given one coet of
elkali-resistant primer followed by finish coats as hereinafter specified.

e, Exposed Cold-Water Pifggg in Building (except in pipe
speces, and similar unfinished spaces) shall be given two coats of paint,
Paint shell be as specified for and shall match color of adjacent walls,
or ceilings, or as directed by the Contracting Officer, Pipe hangers,

supports, anchors, straps, strainers and other accessories shall be
painted as specified for piping of which they are a part.

- £, Uncovered Hot-Water Piéing in rooms to be painted shall

be giyen two coats of radiator paint of color to match adjacent surfaces.

g. [Exposed Ingulated Piping in Building (except in pipe
apaces and similar unfinished spaces) shall be primed with a heavy coat
of glue size, followed by two coats of interior paint to mateh adjatent
wall or ceiling surfaces, There shall be added to the glue slze and %o
. gagh coat of paint a sufficient amount of a fungicidal agent to render
1he insulation mildewproof, The fungleidal agent shell be of a type which -

will not edversely affect the color, texture, or durability of the paint,

e , S
S hy. Exposed Condujtg: Exposed conduits in finished spaces
shall be painted 2 coats of same kind of paint used for adjacent surfaces .
‘o as directed by the Contracting Officer, S <
1

: t,rfgigh-§g§ngraturg Ferrous Metale: High-temperature
ferrous metéls including boilers, breechings, induced draft fan housing
and expésed surfaces of other boiler room equipment subjeoted to high
temperatures, shall be given 2 coats of heat resisting black enemel on .
the exposed oudteide surfaces, and surfaces to be covered with insulation
qg,ganggg;pd by subsequent construction shall be given 1 coat, )
[ A I S
+ Fagtory-Painted {or-Enameled) Bauipments All surfaces
of factory-painted or enameled equipment which have been damaged before,
during, or after installation, shall be refinished, using the sane type
of paint or enamél, as directed by and to the satisfaction of the Con-
tracting Officer,

1408
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k, Buriod Plp*ng. All steel pipjng and all exzposed threads

N'-of galvanized piping, vwhere run in or through concrete or masonry,; or
burled underground, shall be glven one coat Jof. an approved asphalt varnish,

“v/
i

14~-0 INTERIOR FINISH CO&TS: In addition to the base coats herein-
be;o se specified, surfaces indicated on the finish schedule to have finish
paint or enamel shall be finished as follows:

7“.

. : Oil Palnt, Surfacea 1wd1cated uo have oil paint flnlsh
shall be given coats. of interior oil paint, : : : SR

: be - Semizloss Ehamelz Surfaces 1nd1cated to have semigloss
flnlsh shall be one of ecnamel undercoat, one coat of ycngloss enamel,
sandaa, and one coat -of ,,m4gloss enamel, : ,

Ca Gloss Enemel: Surfaces 1na1catea to have gloss enamel
flrlsh shall be given oie coat of enamel undercoat, one coat of semi-
glpss enamel, sapdea, and one coat of gloss ensmel,

d, Vornish Fieishs Viood surfaces 1nalcated to have varnish
or special ;141QH shall be stained to the app;OVgg shade and lightly sanded,
followed by three coats of spar varnish, with the; first two coatslightly
sanded, and the third coat rubbed with FFF pumice,stone and water followed
by rubb;.nCr mincral oil to & smooth satin inishe ,

lq—ll PAINTING SCHEDULE: The finish and colo; of any surfaces of
the building not specified and/or not included in the scheduls of woom
finishes, and not specifieelly excepted from the work shall be as deter—
mined by the Contracting 0fficer, Colors shall be ag noted in the schedule
of room finishes and shall conform to Federal opec;fication TIT~C-595,
unless otherwise specified or directed by the Gontracting Officer, All
colors shall conform to the color tone without regard to designation ag
gloss, semlgloss or lusterlSSS. ; o )

14~12 GauﬁN;NG. 411 cloths,; cotton waste and other materials which
-might constitute a fire haszard shall be placed in metal containers or
destroyed at the end of each work day. Upon completion of the painting
operations, all staging, scaffolding and containers shall be removed
from the site or destroyed in & manner approved by the Contracting Officer,
* Paint spots, oil or stains upon adjacent surfaces shall be removed and
the entire job left clean and acceptable to the Contracting Officer,
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